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B r i n e l l  H a r d n e s s  T e s t  S e t
Fits in the Compression Cage (SM1002b) of the Bench Top Tensile Testing 

Machine (SM1002) for Brinell hardness tests.

m a t e r i a l s  t e s t i n g  a n d  p r o p e r t i e s

K e y  F e at u r e s
• Fits in TecQuipment’s Bench Top Tensile Testing Machine (SM1002) for Brinell hardness tests of diff erent 

materials

• Includes specimens of diff erent basic engineering materials 

• Includes magnifi er with graticule to accurately measure the indentation

• Works with TecQuipment’s hardness test specimens (HTP)
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B r i n e l l  H a r d n e s s  T e s t  S e t 

D e s c r i p t i o n
An extra experiment module for the test machine, parts 

of this Test Set fi t into the optional Compression Cage 

(SM1002b) for simple Brinell Hardness tests. The set 

includes a magnifi er with graticule (measurement scale) 

and test specimens made of basic engineering materials.

C o m p r e s s i o n  C a g e  ( S M 1 0 0 2 b )

An essential ancillary to the Brinell Hardness Test Set, this 

Compression Cage fi ts into the tensile test area of the 

Bench Top Tensile Testing Machine (SM1002), adapting the 

machine for experiments that need a compressive load.

S ta n d a r d  F e at u r e s
• Five-year warranty

• Manufactured in accordance with the latest European 

Union directives

• ISO9001 certifi ed manufacturer

L e a r n i n g  o u t c o m e s
• Brinell hardness tests of diff erent basic engineering 

materials

E s s e n t i a l  B a s e  U n i t
• Bench Top Tensile Testing Machine (SM1002)

E s s e n t i a l  A n c i l l a r y
• Compression Cage (SM1002b)

R e c o m m e n d e d  A n c i l l a r i e s
• Extra hardness specimens (HTP) – see separate 

datasheet

O p e r at i n g  C o n d i t i o n s
O p e r at i n g  e n v i r o n m e n t: 
Laboratory

S t o r a g e  t e m p e r at u r e  r a n g e : 
–25°C to +55°C (when packed for transport)

O p e r at i n g  t e m p e r at u r e  r a n g e : 
+5°C to +40°C

O p e r at i n g  r e l at i v e  h u m i d i t y  r a n g e :
80% at temperatures < 31°C decreasing linearly to 50% at 

40°C

S p e c i f i c at i o n s
TecQuipment is committed to a programme of continuous 

improvement; hence we reserve the right to alter the 

design and product specifcation without prior notice.

S M 1 0 0 2 c
N e t t  d i m e n s i o n s  a n d  w e i g h t:
Packet of parts 200 mm x 200 mm x 200 mm and 1.2 kg

A p p r o x i m at e  pa c k e d  v o l u m e  a n d  w e i g h t:
0.008 m3 and 2.5 kg

H a r d n e s s  t e s t  s p e c i m e n s  i n c l u d e d  ( 5  o f  e a c h )
• HTPAL aluminium

• HTPBR brass

• HTPMS 0.1% carbon steel

• HTPNY nylon

S M 1 0 0 2 B
N e t t  d i m e n s i o n s  a n d  w e i g h t:
260 mm x 130 mm x 70 mm and 4.8 kg

A p p r o x i m at e  pa c k e d  v o l u m e  a n d  w e i g h t:
0.008 m3 and 9.8 kg


